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GENERAL FEATURES 
CONTROL PANEL: 

Electronic digital regulator with red luminous display, complete with min and max temperature alarms 

and with RS 485 interface. 

 WORKING TEMPERATURE: 

-45 °C/-30 °C  

TEMPERATURE RANGE: 

-15 °C/-45 °C e -30 °C 

POWER SUPPLY: 

V. 220 / 1 / 50 Hz 

FRAME: 

totally metallic with stell sheets of strong thickness, finally treated with eposidic undercoat and paint of 

icy white and light blue colour.  

INTERNAL TANK: 

completely in 18/8 thin glazed stainless steel at tight of the liquids as it has all corners soldered argon. 



INSULATION: 

CFC FREE realized by expanded, poliurethane.The average thickness is 130 mm, reducing at min. leaks 

of cold in case the refrigerating plant stops. 

REFRIGERATING PLANT:  

realized by carefully examining its reliability and noiseless. It is one stage with one hermetic 

compressor which is silent and of primary trade mark, with air condensation and charge of 

refrigerant.Compressor can be found on international scale, so that they make easier service in every 

country. 

 EVAPORATOR: 

CFC FREE evaporator in copper tube of 1 mm. thickness, placed in the external part of the tank 

immersed into the isolation , so it is of static type (without internal ventilation) mainly suitable for 

stora.  

 TECHNICAL FEATURES 

Code Model Drawers

Test 

Tube 

box 

Placespr. Temp 
Capacità 

Lt 

Ext. Dimensions 

mm  

Power 

Watt 

Gross 

Weight Kg 

02610010 
SRT 

30/24 
4 24 2304 

-40 

°C 
600 673 906 1957 500 160 

02610011 
SRT 

30/36 
6 36 3456 

-40 

°C 
600 673 906 1957 500 170 

02610012 
SRT 

30/48 
8 48 4608 

-40 

°C 
600 673 906 1957 500 180 

02610013 
SRT 

40/36 
4 36 3456 

-40 

°C 
260 860 745 1530 750 260 

02610014 
SRT 

40/54 
6 54 5184 

-40 

°C 
260 860 745 1530 750 270 

02610015 
SRT 

40/72 
8 72 6912 

-40 

°C 
260 860 745 1530 750 280 

02610016 
SRT 

40/90 
10 90 8640 

-40 

°C 
370 860 745 1880 780 310 

02610017 
SRT 

40/108 
12 108 10368 

-40 

°C 
370 860 745 1880 780 320 

 

 



STANDARD ACCESSORIES 

09920195   Electronic digital regulator with red luminous display, complete with min and max 

temperature alarms and with RS 485 interface. 

09915113   Safety Key lock 

09915115   Steering wheels for moving and make easier cleaning.  

09915116   Internal doors ( counter wickets )in special plastic material to prevent in part the decrease 

of temperature or at least the entrance of warm air inside the room. 

09926102   Internal boxes inox 18/8 only for up-right models, adjustable in height for better storage 

of products. They can be required in every moment and can be inserted directly by the 

user by a simple bayonet coupling of the 18/8 stainless steel telescopic guides which are 

complete of nylon wheels. Numerated test tube-box. 

 

 

OPTIONAL ACCESSORIES 

09910151   Remotisation of the alarms, it is a free contact which allows the user to transfer any alarm 

coming from the computer on board to any distance in protected. 

09926101   Refrigerating spare system only for -40 °C models 

09915102   CO2 back - up system2, which starts automatically at temperature rise:the limit is -68 °C. It 

can operate also in current absence as it is charged by 12 V. acumulator which is 

constantly kept in by the feeder inserted into the control panel. 

09915103   Connecting pipe from CO2 cylinder2 to the system placed on the equipment.It consist of a 

copper tube 1 mm thickness with pipe - fitting and insulation. The lenght is 1.5m. 

09915193   Recorder with weekly disc 

Characteristics and data can be modified without forewarning. 
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